


Testone 400 | Gear Housing 400

Vano reattore | Chassis 400

Gear housing assembly 
for Sirio 400

Dimensions (mm)

Gear Housing suitable for Skirt

Chassis suitable for Skirt

Dimensions (mm)

Packing

Packing

Suspension Kit included.

PCI
PC Clear

PCB
PC White

PCN
PC Black

PCGR
PC Grey

B

A

B

A

Chassis
Vano reattore

A
180

B
212

PCS/carton
10

Material
PC + FV

Dim (cm)
46x46x47

Vol (m3)
0,099

Net (g)
3500

Gross (g)
5900

PCS/carton
10

Material
PC

Dim (cm)
36x36x44

Vol (m3)
0,057

Net (g)
3800

Gross (g)
4652

Gear Housing
Testone 400

A
206

B
220

Gear Housing
Testone 400

Skirt
S400

Chassis
Vano reattore

Skirt
S400

Gear Housing
Testone 400

Chassis
Vano reattore



S400

Attacco G22             
Attacco E40             
Attacco E40 
Attacco 2G8 

Lamp-holder G22                        
Lamp-holder E40            
Lamp-holder E40           
Lamp-holder 2G8  

PMI/PR
PMMA Clear Pris 
PCI/PR
PC Clear Pris

PMO/PR
PMMA Opal Pris 
PCO/PR
PC Opal Pris

PMI/SATIN/PR
PMMA Satin Pris

PMI/PR/TO
PMMA TO Pris
PCI/PR/TO
PC TO Pris

PMI/PR/TO With Band
PMMA/TO With Band PR
PCI/PR/TO With Band
PC TO With Band Pris

C

B

A

Attacchi utilizzabili E40, E39, E27, E26, 2G8, G22, G12

MASSIME POTENZE LAMPADE UTILIZZABILI (testate)

MAXIMUM USABLE LAMP WATTAGES (tested)

Condizioni di prova: 
Apparecchio chiuso con schermo 
Temperatura ambiente massima 30°C 

Test conditions: 
Light fitting closed with bottom lens 
Maximum ambient temperature 30°C

Per altre condizioni di utilizzo, per altri tipi di lampade e/o attacchi utilizzabili 

è necessario effettuare test di verifica

The above recommendations are based on tests carried out by ACRILUX s.r.l. Further tests should be 

carried out for different operating conditions, control gear, usable lamp types and/or lamp-holders.

Lampada HCI-TM, UV filter 250 W Powerball Osram            
Lampada HCI-T, UV filter 250 W Powerball Osram
Lampada HCI-E bulbo diffondente 250 Powerball Osram
Lampada 85 W fluo-compatta Philips

Lamp HCI-TM, UV filter 250 W Powerball Osram            
Lamp HCI-T, UV filter 250 W Powerball Osram
Lamp HCI-E halogen metal halide 250 Powerball Osram
Lamp 85 W compact fluorescent Philips

Description Product
Skirt 
S 

Dimension 
A=416 
400 

Material
PMMA 
PM 

Colour 
Clear 
I 

Finish 
Prismatic 
PR

Skirt
S400

A
416

B
281

C
166

Skirt
S400
S400

Material
PMMA
PC

PCS/carton
5
5

Dim (cm)
43x43x51
43X43X48

Vol (m3)
0,094
0,088

Net (g)
5900
5925

Gross (g)
7320
7145

Dimension (mm)

Packing

How to compose the product description (example: S400.PMI/PR)

Suitable lamp-holders E40, E39, E27, E26, 2G8, G22, G12



Acrilux Srl
62019 Recanati (MC) Italy
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T: +39 0717589.1
F: +39 071757.4373 / 3595
e-mail: acrilux@acrilux.com
www.acrilux.com

ACRILUX Srl declares that all technical information contained 
in this folder is given in good faith but assumes no respon-
sibility for customers results. It is the customers responsibi-
lity to ensure that their equipment complies to the relavant 
standards and is suitable for the conditions in which it fun-
ctions. Our technical staff is available to respond to any/all 
questions concerning the use of the products.

ACRILUX Srl dichiara che le informazioni sopra riportate 
sono fornite a puro titolo indicativo in base ai test effettuati 
ed ai materiali utilizzati, pertanto declina ogni responsabi-
lità per i risultati ottenuti dal cliente. È responsabilità del 
cliente assicurarsi che gli apparecchi realizzati con tali com-
ponenti rispettino le normative vigenti e siano idonei alle 
condizioni in cui sono destinati ad operare. 
Il nostro servizio tecnico è a disposizione dei Clienti per ogni 
approfondimento relativo all’utilizzo dei prodotti.


